
CROSSTRAINING & FUNCTIONAL CARDIO

• Trasmissione a catena
• Rilevazione cardio: ricevitore wireless per fascia cardio integrato
• Peso max utilizzatore: 150 kg 
• Dotazioni: supporto per smartphone e tablet. App Ready FTMS: sistema 
Bluetooth intelligente integrato che consente di usufruire di app specifiche 
per l’allenamento. Compatibile con Kinomap e tutte le app che utilizzano il 
protocollo Bluetooth® FTMS (EXR, HOLOFIT...). Abbonamenti non inclusi.
• Dimensioni prodotto: 2370x625x1130 mm 
• Peso: 52 kg 

• Drive train chain
• Heart rate: built-in wireless pulse receiver
• Max userweight: 150 kg
• Equipment: smartphone/tablet holder. App Ready FTMS: Built-in Bluetooth 
intelligent system which enables your machine to fully interact with the most
motivating Apps specifically suitable for training. Compatible with Kinomap 
and all the Apps that use the Bluetooth® FTMS protocol (EXR, HOLOFIT...). 
Subscriptions not included. 
• Set up size 2370x625x1130 mm 
• Weight: 52 kg 

RWX AIR 5000 
cod. RWX-AIR-5000

VOGATORE AD ARIA - AIR RESISTANCE ROWER
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SISTEMA DI FRENAGGIO ad aria per un movimento estremamente  
fluido e scorrevole 
REGOLAZIONE SFORZO su 10 livelli 
SEDILE a rulli con cuscinetti a sfera su binario in alluminio 
POGGIAPIEDI ergonomici con lunghezza regolabile 
CONSOLE display LCD retro-illuminato blue backlight - inclinazione  
regolabile. Informazioni: numero vogate/min, calorie,  tempo, distanza,  
distanza/vogata, tempo/500 mt, pulsazioni 
PROGRAMMI game, time, distanza, calorie, 3 interval (serie selezionabili  
da 1 a 99), user  
CLASSE D’UTILIZZO PROFESSIONALE (EN20957-1 / EN957-7 classe S)  
BRAKING SYSTEM the air resistance system grants a real smooth feeling 
RESISTANCE ADJUSTMENT 10-level 
SEAT with roller bearings sliding on aluminum rail 
PEDALS ergonomic with length adjuster 
CONSOLE LCD display blue backlight - adjustable incline 
Functions: strokes/min, calories, time, distance, paddle width, 
time/500m, pulse 
PROGRAMS game, time, distance, calories, 3 interval (1-99 cycles), user 
COMMERCIAL USE (EN20957-1 / EN957-7 class S)

App ready 
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